
AUTOMATIC MICRO-ENVIRONMENT 
FIRE SUPPRESSION WITH MONITORING 
CAPABILITY PROVISION
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What’s more, MINI comes equipped with a pressure 
monitoring port and by opting for a Pressure Switch these 
can be made monitorable by integrating it with third party 
devices such as BMS, Fire alarm systems, or Stand alone 
Sirens or Strobes.
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Switch

Pressure 
Switch
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Introducing the Ceasefire Mini Pro, the 
biggest,smallest suppression system in 
town; and proof that some of the best 
things do come in small packages.

The Mini Pro is a state-of-the-art 
micro-environment suppression system that 
comes equipped with a provision to be made 
monitorable by pressure switch. The size of 
your palm, it sits snugly inside small enclosed 
spaces that are vulnerable to fire. When the 
temperature of the micro-environment 
exceeds a preset limit, the Mini Pro swings 
into action and automatically extinguishes 
the fire.

Place it inside your server. Pop it in the fuse 
box. The Mini fits anywhere, and protects 
everywhere!

Provision of a pressure port in the new 

improvised Mini Pro makes it monitorable in 

nature by using a pressure switch. With this 

unique upgrade the user can integrate Mini 

with any third-party device such as a Fire 

Alarm System or a Standalone Sounder 

Beacon.

EVOLVED TO TRULY PROTECT

Monitoring Capability

Presence of a pressure port in Mini allows it to be connected 

to a pressure switch. This makes Mini monitorable in nature, 

so the user can always check the unit’s readiness and can 

be alerted on its activation by integrating Mini with any 

third-party device such as a Fire Alarm System, a 

Standalone Sounder Beacon or a Building Management 

System. 
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Mini Pro – Intuitive System Mini – Adaptive System

PRO

*Quartzoid bulb in alternate temperature settings as mentioned above are available on request and would be dependent on MOQ for your
region. Please check the availability and delivery time before ordering.
**The pressure switch shown in the picture of Mini above is for representation purposes only. It is an optional device and is not a part of
the standard products.

QUARTZOID BULB KEY*

57°C / 135°F 93°C / 200°F 141°C / 286°F

182°C / 360°F 227°C / 440°F

79°C / 174°F68°C / 155°F



UL Listed Pressure Switch (optional):

The Mini’s container is stainless steel that is corrosion resistant. 

Depending on the amount of extinuishing agent, there are five 

variants of the Mini container: 100g, 200g, 300g, 400g and 500g.

The Ceasefire Mini is attached to the wall of the micro-environment

by means of mounts. These brackets make sure that Mini is not 

only securely mounted but also ensure no vibration.

The provision of a pressure port makes the Mini Pro monitorable in 

nature by using a pressure switch so the user can always check the 

system’s readiness. The role of pressure switch is to convert a 

mechanical action into a switching effect that completes the circuit 

to send a signal to activate the third party devices such as fire alarm 

systems, sounder beacons or building management systems.

The Ceasefire Mini is attached to the wall of the micro-environment

by means of mounts. These brackets make sure that Mini is not 

only securely mounted but also ensure no vibration.

The barrel is available in three sizes: 50mm, 100mm and 200mm.



.

Monitorable Option:
These automatic extinguishers can be 

connected with a pressure switch 

(optional) to become monitorable and 

integratable with third-party devices. 
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Actuating temperature:

Mini is programmed to activate at 
057 C.

The Busbar mounts make installation 

a breeze.

PRO



Fluroketone is a clean agent and is not part of the F-Gas Regulations, 
therefore causes no collateral damage to your electronics or the Earth, 
making the Mini absolutely safe.

PRO





INSTALLING THE MINI PRO - INTUITIVE SYSTEM



09

INSTALLING THE MINI PRO - ADAPTIVE SYSTEM



*The Above diagram is for representation purposes only.

THIRD PARTY INTEGRATION SCHEMES
Pressure switch in Mini Pro allows it to be monitorable by connecting Mini with third party devices 
such as Fire Alarm Systems, Stand alone Sounder Beacons or Building Management Systems. 
This integration makes Mini Pro a smart and fully versatile fire solution for your premises.
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WHICH MINI PRO VARIANT



Scan the QR code to know more about the product

*

**

*Readily available in stock.

**Available on order.



9V PP3 Battery powdered.

110DB Standalone combined Sounder Beacon, Red LED.

1x Input for Normally Closed Pressure Switch (open contacts while installed on product).

External Push To Test (PTT) Momantary Switch Button.

Security Cover over PTT Switch.

Standby time 24 Months.

Constant Run time 48 Hours.

Red ABS Plastic Body Construction.

IP55 Water Ingress Rated.

Weight 750g.

Length 290mm.

Width 165mm.

Depth 110mm.

Battery Included.

Technical Specifications:
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The optional Sounder Beacon for Mini Pro is 
a smart upgrade that is thoughtfully designed 
to convert Mini Pro into a completely 
independent fire solution. Built for swift 
emergency response, this sophisticated

SOUNDER BEACON (OPTIONAL)

Unwavering Vigilance, Seamless Integration
device combines a bright strobe light with a
powerful audible alarm, providing clear and 
unmistakable alerts, every time Mini Pro is 
activated in a fire scenario, ensuring your 
micro-environments are always safeguarded.
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Please check the product specifications at the time of placing your order. Specifications can change without notice due to
our continuous R&D and product improvisation initiatives.

Registered Office: Halfords Lane, Smethwick, Birmingham,
B66 1BU


